


Relative Performance Ranking of Various Low NOx Techniques

Relative Ranking Factors
Low NOx Minimum | Minimum | Minimum | Reasonable | Reasonable | Mimimum | Minimum | Large Least
Technigues [ Thermal NOx | Fuel NOx Flame High Fire Low Fire High Fire Low Fire Capacity Side Wall
Emissions | Emissions | Length Excess Alr | Excess Air | Combustible | Combustible | Bumer | Impingement
Emissions | Emissions InA In A
Package Package
Boller Boiler
Front
Wall Ports. 4 6 5 5 7 5 7 7 5
Side
Wall Ports. 5 10 7 6 5 6 4 9 7
Coen DAF
Bumer ] 3 9 9 10 10 10 10 9
Biased
Firing 5 7 7 7 8 7 7 - -
Low
Excess Air 3 2 8 8 10 8 9 10 10
Flue Gas
Recirculation 10 2 9 10 10 10 10 10 10

NOTE: 1. Rankings are relative to each other. Ten is the highest (i.e. Best} and one is the lowest

2. These rankings are subjactive.

w

low space release applications only.

Low NOx Applications - Required data for Estimates/ Guarantees:

Coen will be glad to provide you with an estimate and/or
guarantee on NOx emissians for your installation along with
& guotation on necessary burner equipment/system
modifications

Minimum information needed to determine NOx levels as
follows:

1. Boller/Furnace operating conditions including capacity,
operating pressure and temperature, feed water
temperature, combustion air temperature and unit efficiency
2. Boiler/Furnace dimensions and / or drawings including
fumnace cross section

3. Type of fuels fired and pressures available. Include fuel
analysis if other than normal gas. If liquid fuel, indicate %
fuel bound nitragen by weight as this will greatly affect
resulting NOx levels

4. Required NOx emission levels in your locality.

5. Additionally required emission levels {i.e. SOx, CQ
particulates, unburned HC)

6. Previously measured emission levels (if known).

7. Project specifications and any other pertinentinfarmation

Emission Guarantees

After qualification of specific appiication data, Coen will fully
guarantee to meet the 1986 EPA New Source Performance
standards or more stringent local and state regulations.

‘Biased Firing' and ‘Low Excess Air' rankings for minimum thermal and fuel NOx emissions generally for multiple burner,

For further information contact your Coen Represenalive, o

COEN COMPANY INC. & 1510 Solns Road e Burlinga
WOODLAND DIVISION e 1510 Tal

COENBURNERS CANADA ® 226 RucRoy e St Euslache Quebec o J7

® Fax (514)472-3350




