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High Pressure Hoses

Features and Benefits Specifications

* Proven Coen 1 MV Gun
* Proven Coen HEI

* Instant smokeless lightoff and operation
* Rugged construction for long life

* Designed for maintainability
* Wide turndown ratio

* Modular assembly

* Oil and/or gas

Capacity:

Oil Viscosity:

Oil Pressure:
Atomizing Medium:
Power Supply:
Power Requirements:
Stored Energy:
Output Voltage:
Spark Rate:

4 to 36 million Btuhr
Maximum 75 S.8.U.

40 to 100 psi

70 to 110 psig

105 te 125V AC, 50/60 Hz
600VA (nominal)

12 joules nominal

2500 volts

8 sparks per second

over rated voltage range
Duty Cycle (HEI Power Pack): 3 minutes on, 3 minutes off
Actuation Air Pressure: 40 to BO psig

* HEI oscillates to locate position of optimum fuel/air ratio
* Spark rate virtually independent of spark voltage

* Output energy virtually independent of supply voltage Oscillation Rate (HEI):

* Easy HEI spark plug maintenance

* No spark tube

* Isolated current proven relay contacts
* Oil gun removes separately for tip cleaning

+ Alternate designs available

Oscillation Length (HEI):
Spark Tip:

Insertion Length:
Purge/Cooling:

For further information contact your Coen Representative, or:
COEN COMPANY, INC. « 1510 Rallins Road « Burlingame, CA 94010 «

1 stroke per second

4 inches total
Self-cleaning surface
discharge aircraft plug
12 inches (standard)
45 10 60 SCFM

(415) 697-0440 « Fax: (415) 579-3255
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